East Anchorage Study of Transportation
Alternatives Development and Evaluation

Appendix A

Base Case Model Runs




5

\'§

Total Average Daily Traffic (ADT)
Change From Base Conditions
Traffic Decrease Traffic Increase
— < 50,000 —— 0105000
@ -50,000 to 25,000 —— 5,000 to 10,000
=== 25,000 t0 -10,000 === 10,000 to 25,000
—— -10,000to 5,000 === 25,000 to 50,000
—— 5,000t0 0 — > 50,000

Roads Modeled

New Roadway Links Associated
With This Model Run

Existing Roadway Links

Pt MacKenzie

Elmendorf
Air Force Base

Level of Service*
E

—

< Project Area

“An A ranking system where F is faiing

0¥ 4007 LiogaY <

“’“/l"&
e

Coastal
Wildlife
Refuge

1<

DEARMOUNRD _

e

HUFFMANRD

“
/e
&
Model Run Statistics

Daly Annua Daily |Annua VHT] Average| Daly | Annud | Daly | Annua
VMT VMT VHT | (hours) | Speed | Delay | Delay | Delay | Delay
(miles) (miles) (hours) (minutes)| (minutes) | (hours) | (hours)
BASE 6,779,826| 2,474,636,490 197,292 72,011,580 316 35526 12,966,990| 592.1] 216,116.5|
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